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Elite Full Synthetic dexos™1 is formulated from select synthetic base stocks and
advanced additive technology approved by General Motors to meet their new Global
Motor Oil Specification. Elite Full Synthetic dexos™1 provides aggressive resistance to
sludge formation and varnish deposits during stopand-go driving. Premium synthetic
formulation delivers excellent oxidation stability and low volatility properties, resulting in
reduced oil consumption between services. Elite Full Synthetic dexos™1 is recommended
for turbo-charged or naturally aspirated gasoline-powered and flex-fuel passenger cars,
hybrid vehicles, light trucks, and sport utility vehicles. It exceeds new car warranty
requirements as defined by GM dexos™1 – Gen 3, API SP Resource Conserving and ILSAC
GF-6A. Always consult your owner’s manual for recommendations. 

Approved and licensed for GM warranty service as a dexos™1 - Gen 3 motor oil
Exceeds API SP Resource Conserving and ILSAC GF-6A standards
Formulated with synthetic base stocks for maximum resistance to thermal breakdown
Optimum wear protection as established in dexos1, API, and ILSAC testing
Superior protection from LSPI (Low-Speed Pre-Ignition)
Optimum fuel economy
Excellent low-temperature performance for cold starts
Outstanding wear performance
Maximum engine protection 

Warranty compliant for all vehicles requiring a licensed dexos™1 engine oil
API SP Resource Conserving/ILSAC GF-6A licensed
Backward compatible with all prior API and ILSAC specs
Ford WSS-M2C962-A (0W-20), Ford WSS-M2C961-A (5W-30)
Chrysler MS-6395

Contact Us
318.352.2055

www.lottoil.com



TYPICAL PHYSICAL PROPERTIES

ELITE FS DEXOS GEN3 MOTOR OIL

Headquarters
1855 South Drive

Natchitoches, LA 71457

Contact Us
318.352.2055

www.lottoil.com

*Always consult your owners manual for the proper fluid for your equipment. 

Typical test data are average values only. Minor variations which do not affect 
product performance are to be expected during normal manufacturing. 


